
You can order this document as poster (60 x 80 cm) for training purposes: marketing@meusburger.com

Sliding core moulds

 » Sliding cores cover the entire
 length of the mould. Plastic parts
 do not get in touch with the guide
 rails during demolding.

 » Closing frame bolster plate
 transmits the pressure to the sliding
 cores without requiring additional
 bolstering. The wear plates are 
 adjusted at one single point (no
 double centering).

 » Thanks to the convenient breadth-
 to-length ratio the guiding part 
 runs in the mould without
 becoming jammed. Each sliding
 core is centrally driven by an 
 inclined pillar, which additionally
 prevents the guiding part from
 being blocked.

Clamp plate
Fixed half
F 10 / FB 10
F 20 / FB 20
F 40 / FB 40 

Backing plates
F 60 / FB 60 

Closing frame 
bolster plate
FB 56 

E 3032
E 1034

E 3148

Sliding cores 
FB 50 / FB 52 

Guiding plate 
FB 58

E 3146

Risers
F 70

Ejector set
F 80
F 85 
 
Clamp plate
Moving half 
F 15 / FB 15
F 25 / FB 25
F 45 / FB 45 
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Meusburger Georg GmbH & Co KG
Standard moulds
A-6960 Wolfurt, Kesselstraße 42

T 00 43 (0) 55 74 / 67 06-0
F 00 43 (0) 55 74 / 67 06-11

sales@meusburger.com
www.meusburger.com


